
Window Treatment Elevation + Section View

Typical Guestroom Window Treatments
Hilton Garden Inn - Bloom Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # GR-400

Ceiling mounted laminate cornice, 
12”H x 8” returns, extend past window 
jamb 16” on each side. Finish: Wilsonart 
#7981K-18 Landmark Wood linearity 
finish. Black laminate on all inside faces. 
Provided & installed by GC.

Sheer roller shade, inside mounted, 
with fabric wrapped hem bar.
Pattern: Finelines / White

Pinch pleat stationary side panels, 200% 
fullness, 18” wide rod, mounted to cornice 
dustcap, to extend to 1/2” AFF, 4” returns to 
wall, 4” buckram, 4” double turned bottom 
hem, 1.5” double turned side hems. 
Face fabric: Printed Varnish / Ocean View
Lining fabric: No lining required

Blackout roller shade, mounted to 
cornice dustcap, with fabric wrapped 
hem bar (3” past window jamb on each 
side & extends to top of PTAC unit).
Pattern: Zeal / 4 Blooms 100

Manual operation with continuous 
beaded pull chain & safety 3 hold 
down device. 

Window & Frame, by others

PTAC unit, by others

Side panel 
to be 4” past 
window jamb

December 20, 2023
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Window Treatment Elevation + Section View

ADA Guestroom Window Treatments
Hilton Garden Inn - Bloom Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # GR-401

Ceiling mounted laminate cornice, 
12”H x 8” returns, extend past window 
jamb 16” on each side. Finish: Wilsonart 
#7981K-18 Landmark Wood linearity 
finish. Black laminate on all inside faces. 
Provided & installed by GC.

Sheer roller shade, inside mounted, 
with fabric wrapped hem bar.
Pattern: Finelines / White

Pinch pleat stationary side panels, 200% 
fullness, 18” wide rod, mounted to cornice 
dustcap, to extend to 1/2” AFF, 4” returns to 
wall, 4” buckram, 4” double turned bottom 
hem, 1.5” double turned side hems. 
Face fabric: Printed Varnish / Ocean View
Lining fabric: No lining required

Blackout roller shade, mounted to 
cornice dustcap, with fabric wrapped 
hem bar (3” past window jamb on each 
side & extends to top of PTAC unit).
Pattern: Zeal / 4 Blooms 100

Leviton rocker switch, hardwired 
by G.C., OR 2-channel wireless wall 
switch (battery option) by Fabtex. 

Window & Frame, by others

PTAC unit, by others

Motorized Option #1 - New build
ML350PW Hardwired type, GC/
owner to provide wiring & switch 
in accordance with attached 
diagram.

Motorized Option #2 - Renovations
ML350B Battery-operated 
rechargeable LI batteries via 
plug-in wall pack. December 20, 2023
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Window Treatment Elevation + Section View

Typical Guestroom Window Treatments
Hilton Garden Inn - Revive Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # GR-400

Ceiling mounted laminate cornice, 
12”H x 8” returns, extend past window 
jamb 16” on each side. Finish: Wilsonart 
#7960K-18 Studio Teak linearity finish. 
Black laminate on all inside faces. 
Provided & installed by GC.

Sheer roller shade, inside mounted, 
with fabric wrapped hem bar.
Pattern: Finelines / White

Pinch pleat stationary side panels, 200% 
fullness, 18” wide rod, mounted to cornice 
dustcap, to extend to 1/2” AFF, 4” returns to 
wall, 4” buckram, 4” double turned bottom 
hem, 1.5” double turned side hems. 
Face fabric: Rebel Resist / Ink Blot
Lining fabric: No lining required

Blackout roller shade, mounted to 
cornice dustcap, with fabric wrapped 
hem bar (3” past window jamb on each 
side & extends to top of PTAC unit).
Pattern: Zeal / 7 Revival Lines

Manual operation with continuous 
beaded pull chain & safety 3 hold 
down device. 

Window & Frame, by others

PTAC unit, by others

Side panel 
to be 4” past 
window jamb

December 20, 2023
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Window Treatment Elevation + Section View

ADA Guestroom Window Treatments
Hilton Garden Inn - Revive Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # GR-401

Ceiling mounted laminate cornice, 
12”H x 8” returns, extend past window 
jamb 16” on each side. Finish: Wilsonart 
#7960K-18 Studio Teak linearity finish. 
Black laminate on all inside faces. 
Provided & installed by GC.

Sheer roller shade, inside mounted, 
with fabric wrapped hem bar.
Pattern: Finelines / White

Pinch pleat stationary side panels, 200% 
fullness, 18” wide rod, mounted to cornice 
dustcap, to extend to 1/2” AFF, 4” returns to 
wall, 4” buckram, 4” double turned bottom 
hem, 1.5” double turned side hems. 
Face fabric: Rebel Resist / Ink Blot
Lining fabric: No lining required

Blackout roller shade, mounted to 
cornice dustcap, with fabric wrapped 
hem bar (3” past window jamb on each 
side & extends to top of PTAC unit).
Pattern: Zeal / 7 Revival Lines

Leviton rocker switch, hardwired 
by G.C., OR 2-channel wireless wall 
switch (battery option) by Fabtex. 

Window & Frame, by others

PTAC unit, by others

Motorized Option #1 - New build
ML350PW Hardwired type, GC/
owner to provide wiring & switch 
in accordance with attached 
diagram.

Motorized Option #2 - Renovations
ML350B Battery-operated 
rechargeable LI batteries via 
plug-in wall pack. December 20, 2023
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Window Treatment Elevation + Section View

King Fitness Room Window Treatments
Hilton Garden Inn - Bloom Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # GR-402

Ceiling mounted laminate cornice, 
12”H x 6” returns, extend past window 
jamb 3” on each side. Finish: Wilsonart 
#7981K-18 Landmark Wood linearity 
finish. Black laminate on all inside faces. 
Provided & installed by GC.

Sheer roller shade, inside mounted, 
with fabric wrapped hem bar.
Pattern: Finelines / White

Blackout roller shade, mounted to 
cornice dustcap, with fabric wrapped 
hem bar (2 1/4” past window jamb on 
each side & extends to top of PTAC unit).
Pattern: Zeal / 4 Blooms 100

Manual operation with continuous 
beaded pull chain & safety 3 hold 
down device. 

Window & Frame, by others

PTAC unit, by others

December 20, 2023

2 pc-side & 1-pc sill channel, white. 
Inside of edge of channel to be flush 
with jamb & sill.
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Window Treatment Elevation + Section View

ADA King Fitness Room Window Treatments
Hilton Garden Inn - Bloom Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # GR-403

Ceiling mounted laminate cornice, 
12”H x 6” returns, extend past window 
jamb 3” on each side. Finish: Wilsonart 
#7981K-18 Landmark Wood linearity 
finish. Black laminate on all inside faces. 
Provided & installed by GC.

Sheer roller shade, inside mounted, 
with fabric wrapped hem bar.
Pattern: Finelines / White

Blackout roller shade, mounted to 
cornice dustcap, with fabric wrapped 
hem bar (2 1/4” past window jamb on 
each side & extends to top of PTAC unit).
Pattern: Zeal / 4 Blooms 100

Window & Frame, by others

PTAC unit, by others

December 20, 2023

2 pc-side & 1-pc sill channel, white. 
Inside of edge of channel to be flush 
with jamb & sill.

Leviton rocker switch, hardwired 
by G.C., OR 2-channel wireless wall 
switch (battery option) by Fabtex. 

Motorized Option #1 - New build
ML350PW Hardwired type, GC/
owner to provide wiring & switch 
in accordance with attached 
diagram.

Motorized Option #2 - Renovations
ML350B Battery-operated 
rechargeable LI batteries via 
plug-in wall pack.
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Window Treatment Elevation + Section View

King Fitness Room Window Treatments
Hilton Garden Inn - Revive Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # GR-402

Ceiling mounted laminate cornice, 
12”H x 6” returns, extend past window 
jamb 3” on each side. Finish: Wilsonart 
#7960K-18 Studio Teak linearity finish. 
Black laminate on all inside faces. 
Provided & installed by GC.

Sheer roller shade, inside mounted, 
with fabric wrapped hem bar.
Pattern: Finelines / White

Blackout roller shade, mounted to 
cornice dustcap, with fabric wrapped 
hem bar (2 1/4” past window jamb on 
each side & extends to top of PTAC unit).
Pattern: Zeal / 7 Revival Lines

Manual operation with continuous 
beaded pull chain & safety 3 hold 
down device. 

Window & Frame, by others

PTAC unit, by others

December 20, 2023

2 pc-side & 1-pc sill channel, white. 
Inside of edge of channel to be flush 
with jamb & sill.
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Window Treatment Elevation + Section View

ADA King Fitness Room Window Treatments
Hilton Garden Inn - Revive Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # GR-403

Ceiling mounted laminate cornice, 
12”H x 6” returns, extend past window 
jamb 3” on each side. Finish: Wilsonart 
#7960K-18 Studio Teak linearity finish. 
Black laminate on all inside faces. 
Provided & installed by GC.

Sheer roller shade, inside mounted, 
with fabric wrapped hem bar.
Pattern: Finelines / White

Blackout roller shade, mounted to 
cornice dustcap, with fabric wrapped 
hem bar (2 1/4” past window jamb on 
each side & extends to top of PTAC unit).
Pattern: Zeal / 7 Revival Lines

Window & Frame, by others

PTAC unit, by others

December 20, 2023

2 pc-side & 1-pc sill channel, white. 
Inside of edge of channel to be flush 
with jamb & sill.

Leviton rocker switch, hardwired 
by G.C., OR 2-channel wireless wall 
switch (battery option) by Fabtex. 

Motorized Option #1 - New build
ML350PW Hardwired type, GC/
owner to provide wiring & switch 
in accordance with attached 
diagram.

Motorized Option #2 - Renovations
ML350B Battery-operated 
rechargeable LI batteries via 
plug-in wall pack.
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Window Treatment Elevation + Section View

Public Area Window Treatments
Hilton Garden Inn - Bloom Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # PA-400, 401, 402, 403 & 404 

Operable sheer roller 
shade, inside mounted, 
with no fascia. 
Pattern: Minimal / Fog

Manual operation with 
continuous beaded 
pull chain (stainless 
steel finish) & safety 
3 hold down device 
(clear acrylic finish). 

Window & Frame, by 
others

December 26, 2023

2 pc-side & 1-pc sill channel, white. 
Inside of edge of channel to be flush 
with jamb & sill.
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Window Treatment Elevation + Section View

Meeting Rooms Window Treatments
Hilton Garden Inn - Bloom Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # PA-405

Sheer roller shade.
Pattern: Minimal / Fog

Blackout roller shade. 
Pattern: SW7500 / 
Limestone with external 
hem bar (clear anodized 
finish)

Manual operation with 
continuous beaded 
pull chain (stainless 
steel finish) & safety 
3 hold down device 
(clear acrylic finish). 

Window & Frame, by others

2-piece side channel, 
clear anodized finish.

December 26, 2023

2 pc-side & 1-pc sill channel, white. 
Inside of edge of channel to be flush 
with jamb & sill.
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Window Treatment Elevation + Section View

Employee Breakroom Window Treatments
Hilton Garden Inn - Bloom Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # PA-406

Sheer roller shade,
inside mounted.
Pattern: Minimal / Fog

4” aluminum fascia 
white

Manual operation with 
continuous beaded 
pull chain (stainless 
steel finish) & safety 
3 hold down device 
(clear acrylic finish). 

Window & Frame, by others

December 26, 2023

2 pc-side & 1-pc sill channel, white. 
Inside of edge of channel to be flush 
with jamb & sill.
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Window Treatment Elevation + Section View

BLOOM REVIVE

Linen/Ice Rooms & Corridors Window Treatments
Hilton Garden Inn - Bloom & Revive Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # PA-407 & 408

Sheer roller shade,
inside mounted with 
fabric wrapped hem bar.
Pattern: Finelines / White

Blackout roller shade,
mounted to cornice dustcap, 
with fabric wrapped hem 
bar (2” past window jamb on 
each side & extends to 2” 
below window sill).

Bloom: Wilsonart Std. Laminate #7981K-18 
Landmark Wood linearity finish

Bloom: Zeal / 4 Blooms 100 pattern

Revive: Wilsonart Std. Laminate #7960K-18 
Studio Teak linearity finish

Revive: Zeal / 7 Revival Lines pattern

Ceiling-mounted laminate 
cornice, 12” high x 8” returns. 
Extend past window jamb 3” 
on each side. Black laminate 
on all inside faces. Provided & 
installed by GC.

Manual operation with 
continuous beaded pull 
chain (stainless steel finish) 
& safety 3 hold down 
device (clear acrylic finish). 

Window & Frame, by others

December 26, 2023

2 pc-side & 1-pc sill channel, white. 
Inside of edge of channel to be flush 
with jamb & sill.
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