
Window Treatment Elevation + Section View

Standard Guestroom Window Treatments
New Build - Vibrant Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (A) GR-400

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW7650 Ellie Gray

Beaded chain operation & safety 3 
hold down device

Manual sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Manual blackout roller shade, outside 
mounted into cornice dustcap, 
immediately adjacent to the wall to 
minimize light gap. 6” past window on 
each side. With weighted fabric hem bar
Pattern: RS WGR Bryce 
Custom Green (Fabric to be RR).

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.
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Window Treatment Elevation + Section View

ADA Guestroom Window Treatments
New Build - Vibrant Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (A) GR-401

Levitron rocker switch, (HW operation) 
by GC, or 2 channel wireless wall switch 
(battery option) by Fabtex

Motorized Option #1 (Preferred) 
(ML-350PW) hardwired type
GC/Owner to provide wiring & switch
in accordance with attached diagram.

Motorized Option #2 (Alternate) 
(ML-350BC) battery operated
rechargeable LI batteries via plug-in
wall pack.

Sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Blackout roller shade, outside mounted 
into cornice dustcap, immediately 
adjacent to the wall to minimize light gap. 
6” past window on each side. With 
weighted fabric hem bar.
Pattern: RS WGR Bryce 
Custom Green (Fabric to be RR).

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Note: All work performed 
by GC/EC must be in strict 
accordance with all local 
building & accessibility codes.

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW7650 Ellie Gray

A

February 16, 2024

A

C

B

C

B

D

E

F

D

E

F

Date:



Window Treatment Elevation + Section View

Standard Guestroom Window Treatments
Renovation - Vibrant Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (A) GR-450

Beaded chain operation & safety 3 
hold down device

Manual sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Manual blackout roller shade, outside 
mounted into cornice dustcap, 
immediately adjacent to the wall to 
minimize light gap. 6” past window on 
each side. With weighted fabric hem bar
Pattern: RS WGR Bryce 
Custom Green

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW7650 Ellie Gray
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Window Treatment Elevation + Section View

ADA Guestroom Window Treatments
Renovation - Vibrant Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (A) GR-451

Levitron rocker switch, (HW operation) 
by GC, or 2 channel wireless wall switch 
(battery option) by Fabtex

Motorized Option #1 (Preferred) 
(ML-350PW) hardwired type
GC/Owner to provide wiring & switch
in accordance with attached diagram.

Motorized Option #2 (Alternate) 
(ML-350BC) battery operated
rechargeable LI batteries via plug-in
wall pack.

Sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Blackout roller shade, outside mounted 
into cornice dustcap, immediately 
adjacent to the wall to minimize light gap. 
6” past window on each side. With 
weighted fabric hem bar.
Pattern: RS WGR Bryce Custom Green

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Note: All work performed 
by GC/EC must be in strict 
accordance with all local 
building & accessibility codes.

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW7650 Ellie Gray
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Window Treatment Elevation + Section View

Alternate Guestroom Window Treatments
Renovation - Vibrant Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (A) GR-452

Beaded chain operation & safety 3 
hold down device

Manual sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Manual blackout roller shade, outside 
mounted into cornice dustcap, 
immediately adjacent to the wall to 
minimize light gap. 2.5” past window on 
each side. With weighted fabric hem bar
Pattern: RS WGR Bryce Custom Green

2 piece side channels, white

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW7650 Ellie Gray
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Window Treatment Elevation + Section View

ADA Alternate Guestroom Window Treatments
Renovation - Vibrant Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (A) GR-453

Sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Blackout roller shade, outside mounted into 
cornice dustcap, 
immediately adjacent to the wall to 
minimize light gap. 2.5” past window on 
each side. With weighted fabric hem bar
Pattern: RS WGR Bryce Custom Green

2 piece side channels, white

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Note: All work performed 
by GC/EC must be in strict 
accordance with all local 
building & accessibility codes.

Levitron rocker switch, (HW operation) 
by GC, or 2 channel wireless wall switch 
(battery option) by Fabtex

Motorized Option #1 (Preferred) 
(ML-350PW) hardwired type
GC/Owner to provide wiring & switch
in accordance with attached diagram.

Motorized Option #2 (Alternate) 
(ML-350BC) battery operated
rechargeable LI batteries via plug-in
wall pack.

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW7650 Ellie Gray
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Window Treatment Elevation + Section View

Public Area Window Treatments
Vibrant Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # PA-400

Beaded chain operation & 
safety 3 hold down device

Manual sheer roller shade, outside 
mounted, with weighted fabric hem bar.
Pattern: RS Fury Dark Gray

Window & Frame, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Spec #PA-400
• Lobby
• Fitness Room

February 16, 2024
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Window Treatment Elevation + Section View

Public Area Window Treatments
Vibrant Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # PA-401

4” high continuous aluminum
fascia, clear anodized finish

Beaded chain operation & safety 3 
hold down device

Manual sheer roller shade, outside 
mounted, with weighted fabric hem bar.
Pattern: RS Fury Dark Gray

Window & Frame, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Spec #PA-401
• Breakroom
• Fitness Room (Framed 
Windows) February 16, 2024
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Window Treatment Elevation + Section View

Public Area Window Treatments
Vibrant Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # PA-402

4” high continuous aluminum
fascia, clear anodized finish

Beaded chain operation & safety 3 
hold down device

Manual sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Fury Dark Gray

Manual blackout roller shade, outside 
mounted into ceiling, immediately 
adjacent to the wall to minimize light gap. 
6” past window on each side. 
With weighted fabric hem bar
Pattern: RS Broome BO Concrete

Window & Frame, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Spec #PA-402
• Sales Office
• Meeting Room
• Board Room February 16, 2024
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Window Treatment Elevation + Section View

Standard Guestroom Window Treatments
New Build - Dynamic Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (B) GR-400

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW6226 Languid Blue, Eggshell 
Finish.

Beaded chain operation & safety 3 
hold down device

Manual sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Manual blackout roller shade, outside 
mounted into cornice dustcap, 
immediately adjacent to the wall to 
minimize light gap. 6” past window on 
each side. With weighted fabric hem bar
Pattern: RS WGR Harlan 
Custom Multi (Fabric to be RR).

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

January 31, 2023
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Window Treatment Elevation + Section View

ADA Guestroom Window Treatments
New Build - Dynamic Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (B) GR-401

Levitron rocker switch, (HW operation) 
by GC, or 2 channel wireless wall switch 
(battery option) by Fabtex

Motorized Option #1 (Preferred) 
(ML-350PW) hardwired type
GC/Owner to provide wiring & switch
in accordance with attached diagram.

Motorized Option #2 (Alternate) 
(ML-350BC) battery operated
rechargeable LI batteries via plug-in
wall pack.

Sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Blackout roller shade, outside mounted 
into cornice dustcap, immediately 
adjacent to the wall to minimize light gap. 
6” past window on each side. With 
weighted fabric hem bar.
Pattern: RS WGR Harlan 
Custom Multi (Fabric to be RR).

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Note: All work performed 
by GC/EC must be in strict 
accordance with all local 
building & accessibility codes.

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW6226 Languid Blue, Eggshell 
Finish.

A

January 31, 2023

A

C

B

C

B

D

E

F

D

E

F

Date:



Window Treatment Elevation + Section View

Standard Guestroom Window Treatments
Renovation - Dynamic Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (B) GR-450

Beaded chain operation & safety 3 
hold down device

Manual sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Manual blackout roller shade, outside 
mounted into cornice dustcap, 
immediately adjacent to the wall to 
minimize light gap. 6” past window on 
each side. With weighted fabric hem bar
Pattern: RS WGR Harlan Custom Multi 

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW6226 Languid Blue, Eggshell 
Finish.
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Window Treatment Elevation + Section View

ADA Guestroom Window Treatments
Renovation - Dynamic Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (B) GR-451

Levitron rocker switch, (HW operation) 
by GC, or 2 channel wireless wall switch 
(battery option) by Fabtex

Motorized Option #1 (Preferred) 
(ML-350PW) hardwired type
GC/Owner to provide wiring & switch
in accordance with attached diagram.

Motorized Option #2 (Alternate) 
(ML-350BC) battery operated
rechargeable LI batteries via plug-in
wall pack.

Sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Blackout roller shade, outside mounted 
into cornice dustcap, immediately 
adjacent to the wall to minimize light gap. 
6” past window on each side. With 
weighted fabric hem bar.
Pattern: RS WGR Harlan Custom Multi

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Note: All work performed 
by GC/EC must be in strict 
accordance with all local 
building & accessibility codes.

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW6226 Languid Blue, Eggshell 
Finish.
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Window Treatment Elevation + Section View

Alternate Guestroom Window Treatments
Renovation - Dynamic Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (B) GR-452

Beaded chain operation & safety 3 
hold down device

Manual sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Manual blackout roller shade, outside 
mounted into cornice dustcap, 
immediately adjacent to the wall to 
minimize light gap. 2.5” past window on 
each side. With weighted fabric hem bar
Pattern: RS WGR Harlan Custom Multi

2 piece side channels, white

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW6226 Languid Blue, Eggshell 
Finish.
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Window Treatment Elevation + Section View

ADA Alternate Guestroom Window Treatments
Renovation - Dynamic Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # (B) GR-453

Sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Blackout roller shade, outside mounted 
into cornice dustcap, immediately adjacent 
to the wall to  minimize light gap. 2.5” past 
window on each side. With weighted fabric 
hem bar Pattern: RS WGR Harlan Custom 
Multi

2 piece side channels, white

Window & Frame, by others

PTAC Unit, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Note: All work performed 
by GC/EC must be in strict 
accordance with all local 
building & accessibility codes.

Levitron rocker switch, (HW operation) 
by GC, or 2 channel wireless wall switch 
(battery option) by Fabtex

Motorized Option #1 (Preferred) 
(ML-350PW) hardwired type
GC/Owner to provide wiring & switch
in accordance with attached diagram.

Motorized Option #2 (Alternate) 
(ML-350BC) battery operated
rechargeable LI batteries via plug-in
wall pack.

Painted cornice (6” High x 3.5” Returns 
on each side), wall mounted 6” above the 
window opening, to extend past window 
6” on each side. Dustcap to be 3/4” thick. 
Color: SW6226 Languid Blue, Eggshell 
Finish.
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Window Treatment Elevation + Section View

Public Area Window Treatments
Dynamic Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # PA-400

Beaded chain operation & 
safety 3 hold down device

Manual sheer roller shade, outside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Window & Frame, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Spec #PA-400
• Lobby
• Fitness Room

January 31, 2023
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Window Treatment Elevation + Section View

Public Area Window Treatments
Dynamic Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # PA-401

4” high continuous aluminum
fascia, black finish

Beaded chain operation & safety 3 
hold down device

Manual sheer roller shade, outside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Window & Frame, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Spec #PA-401
• Breakroom
• Fitness Room (Framed 
Windows) January 31, 2023
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Window Treatment Elevation + Section View

Public Area Window Treatments
Dynamic Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # PA-402

4” high continuous aluminum
fascia, black finish

Beaded chain operation & safety 3 
hold down device

Manual sheer roller shade, inside 
mounted, with weighted fabric hem bar.
Pattern: RS Salvador /White

Manual blackout roller shade, outside 
mounted into ceiling, immediately 
adjacent to the wall to minimize light gap. 
6” past window on each side. 
With weighted fabric hem bar
Pattern: RS Pixley Light Gray

Window & Frame, by others

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Spec #PA-402
• Sales Office
• Meeting Room
• Board Room January 31, 2023
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