
Window Treatment Elevation + Section View

Typical Guestroom Window Treatments
Holiday Inn - Inviting Warmth Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # HIG-600

Wall mounted laminate cornice, 
101” wide x 8” high x 9” deep. 
Finish: Wilsonart #7991-38 Neowalnut

Dual outside mounted, sheer roller 
shade (front)
Pattern: Broome LF / Birch

Fixed decorative side panels, pinch 
pleat, 200% fullness, mounted dustcap 
and extend to 1/2” AFF, 18” rod with 6” 
returns to wall. 1-1/2” double side hem 
with corner weights. 
Fabric: Stipple / Bone

Dual outside mounted, printed blackout 
roller shade (back)
Pattern: Broome BO / Pyrite

Manual operation with continuous 
beaded pull chain & safety 3 hold 
down device. 

2 pc-side & 1-pc sill channel, bronze, 
mounted to face of wall

PTAC unit, by others
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Window Treatment Elevation + Section View

ADA Guestroom Window Treatments
Holiday Inn - Inviting Warmth Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # HIG-601

Wall mounted laminate cornice, 
101” wide x 8” high x 9” deep. 
Finish: Wilsonart #7991-38 Neowalnut

Dual outside mounted, sheer roller 
shade (front)
Pattern: Broome LF / Birch

Fixed decorative side panels, pinch 
pleat, 200% fullness, mounted dustcap 
and extend to 1/2” AFF, 18” rod with 6” 
returns to wall. 1-1/2” double side hem 
with corner weights. 
Fabric: Stipple / Bone

Dual outside mounted, printed blackout 
roller shade (back)
Pattern: Broome BO / Pyrite

Leviton #5657-2 momentary contact, 
SPDT center off switches & face plate to 
be provided by E.C. Switch location and 
mouning height to be in accordance with 
all local & accessibility building codes.

2 pc-side & 1-pc sill channel, bronze, 
mounted to face of wall

PTAC unit, by others

November 20, 2023
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Window Treatment Elevation + Section View

Alternate Guestroom Window Treatments
Holiday Inn - Inviting Warmth Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # HIG-602

Wall mounted laminate cornice, 
92” wide x 8” high x 9” deep. 
Finish: Wilsonart #7991-38 Neowalnut

Traversing blackout drapery, pinch pleat, 
200% fullness, center draw, mounted to 
dustcap and extend to 1/2” above PTAC 
unit, 90” rod with 6” returns to wall and 
4” overlap. 1-1/2” double side hem with 
corner weights (room side). 
Fabric: Stipple / Bone

Traversing sheer drapery, pinch pleat, 
200% fullness, center draw, mounted to 
dustcap and extend to 1/2” above PTAC 
unit, 90” rod with 3” returns to wall and 
4” overlap. 1-1/2” double side hem with 
corner weights (closest to window). 
Fabric: Rays / White

Window & frame, by others

36” white batons 

PTAC unit, by others

NOTE: Drapery option to be 
utilized only when roller shade 
specification cannot be used 
due to existing site conditions.

November 20, 2023
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Window Treatment Elevation + Section View

ADA Alternate Guestroom Window Treatments
Holiday Inn - Inviting Warmth Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Scale: NTSSpecification # HIG-602 ADA

Wall mounted laminate cornice, 
92” wide x 8” high x 9” deep. 
Finish: Wilsonart #7991-38 Neowalnut

Traversing blackout drapery, pinch pleat, 
200% fullness, center draw, mounted to 
dustcap and extend to 1/2” above PTAC 
unit, 90” rod with 6” returns to wall and 
4” overlap. 1-1/2” double side hem with 
corner weights (room side). 
Fabric: Stipple / Bone

Traversing sheer drapery, pinch pleat, 
200% fullness, center draw, mounted to 
dustcap and extend to 1/2” above PTAC 
unit, 90” rod with 3” returns to wall and 
4” overlap. 1-1/2” double side hem with 
corner weights (closest to window). 
Fabric: Rays / White

Window & frame, by others

48” white ADA batons with loop

PTAC unit, by others

NOTE: Drapery option to be 
utilized only when roller shade 
specification cannot be used 
due to existing site conditions.

November 20, 2023
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Window Treatment Elevation + Section View

Typical Guestroom Window Treatments
Holiday Inn - Inviting Warmth Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Spec #HIP-600
• Lobby

Scale: NTSSpecification #HIP-600 

Window & Frame, by others

Traversing sheer drapery, center draw,
pinch pleated, ceiling mounted, and extend 
to 1/2” from floor, 150% fullness, 1 1/2”
double side hem.
Pattern: HIP-UP21

November 29, 2023
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Window Treatment Elevation + Section View

Typical Guestroom Window Treatments
Holiday Inn - Inviting Warmth Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Spec #HIP-606
• Lobby

Scale: NTSSpecification #HIP-606 

Beaded chain operation & safety 3
hold down device

Window & Frame, by others

Outside mounted sheer roller shade
Pattern: HIP-UP22

Bronze fascia, to match window
frame finish

November 29, 2023
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Window Treatment Elevation + Section View

Typical Guestroom Window Treatments
Holiday Inn - Inviting Warmth Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Spec #HIP-608
• Meeting Space

Scale: NTSSpecification #HIP-608 

Beaded chain operation & safety 3
hold down device

Window & Frame, by others

Inside mounted blackout roller shade
Pattern: HIP-UP23 

Inside mounted sheer roller shade
Pattern: HIP-UP22

Bronze fascia, to match window
frame finish

November 29, 2023
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Window Treatment Elevation + Section View

Typical Guestroom Window Treatments
Holiday Inn - Inviting Warmth Scheme

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Fabric to meet NFPA 701 FR
Standards. Roller Shade Lift
System to comply with ANSI
WCMA A100.1, Section 2515.03
safety standards.

Spec #HIP-602
• Meeting Space

Scale: NTSSpecification #HIP-602

Traversing sheer drapery, center draw,
pinch pleated, ceiling mounted,
150% fullness, 1 1/2” double side hem, to 
extend to 1/2” from floor.
Pattern: HIP-UP25

Window & Frame, by others

Traversing blackout drapery, center draw,
pinch pleated, ceiling mounted,
150% fullness, 1 1/2” double side hem, to 
extend to 1/2” from floor.
Pattern: HIP-UP24

Laminate cornice, ceiling mounted
Finish: HIP-PL01.1

November 29, 2023
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