
Window Treatment Elevation + Section View

Typical Guestroom Window Treatments 
Hilton Spark - Fall & Spring Schemes

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

NOTE: For guestrooms that 
exceed a ceiling height of 96”, 
cornice will be wall mounted at 
96” AFF.

Scale: NTSSpecification # GR-400

Laminate cornice, ceiling mounted,
8” high x 9” deep. Finish: Laminate 
D4270 Linen Matte.

Traversing sheer drapery, knife pleated,
center draw, ceiling mounted, 150% fullness, 
with clear batons.
Pattern: Brochett Sheer, Ivory

Traversing blackout drapery, knife 
pleated, center draw, ceiling mounted, 
150% fullness, with clear batons.
Pattern: 4 Dreamy, Custom Linen

Window & Frame, by others
70” wide x 60” high

PTAC Unit, by others
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Window Treatment Elevation + Section View

ADA Guestroom Window Treatments 
Hilton Spark - Fall & Spring Schemes

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Motorized Option Available.

NOTE: For guestrooms that 
exceed a ceiling height of 96”, 
cornice will be wall mounted at 
96” AFF.

Scale: NTSSpecification # GR-400 ADA

Laminate cornice, ceiling mounted,
8” high x 9” deep. Finish: Laminate 
D4270 Linen Matte.

Traversing sheer drapery, knife pleated,
center draw, ceiling mounted, 150% fullness, 
with clear batons with loop.
Pattern: Brochett Sheer, Ivory

Traversing blackout drapery, knife 
pleated, center draw, ceiling mounted, 
150% fullness, with clear batons with loop.
Pattern: 4 Dreamy, Custom Linen

Window & Frame, by others
70” wide x 60” high

PTAC Unit, by others

July 15, 2024
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Lobby Area Window Treatments 
Hilton Spark - Fall & Spring Schemes

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

Decorative hardware, 
wall mounted, Deventer 
Collection H-Rail. 
Color: Satin Nickel Finish

Traversing sheer drapery, 
center draw, Ripplefold, wall 
mounted, 100% fullness, with 
48” clear batons.
Pattern: Brochett Sheer, Ivory

Storefront Window, by 
others

Window Treatment Elevation 
Scale: NTSSpecification # PA-400
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Window Treatment Elevation + Section View

Meeting Room Window Treatments 
Hilton Spark - Fall & Spring Schemes

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

NOTE: For Meeting Rooms that 
exceed a ceiling height of 96”, 
cornice will be wall mounted at 
96” AFF.

Scale: NTSSpecification # PA-401

Laminate cornice, ceiling mounted,
8” high x 9” deep. Finish: Laminate D381 
Fashion Grey.

Traversing sheer drapery, pinch pleated,
center draw, ceiling mounted, 200% fullness, 
with clear batons.
Pattern: Brochett Sheer, Ivory

Traversing blackout drapery, pinch 
pleated, center draw, ceiling mounted, 
200% fullness, with clear batons.
Pattern: 4 Dreamy, Custom Linen

Window & Frame, by others
70” wide x 60” high

July 15, 2024
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Window Treatment Elevation + Section View

Public Area Window Treatments 
Hilton Spark - Fall & Spring Schemes

PRODUCT DISCLAIMER: Fabtex is a manufacturer of commercial products that require installation
by a licensed contractor. All information shown is for schematic purposes and to aid coordination
amongst trades. All wiring, connections, means and methods is to be performed by others in strict
adherence with all federal, state and local building codes.

CONFIDENTIAL: All materials disclosed in this document are proprietary to Fabtex, Inc. The holder
agrees to maintain it in confidence and must not replicate or reveal this information in any manner.

PA-402 Specs is used for:

• Offices
• Work Areas
• Employee Breakrooms
• Fitness Rooms
• Pool Windows/Doors

Scale: NTSSpecification # PA-402

4”x4” headbox, clear anodized finish

Safety 3 hold-down device, clear acrylic 
finish. With stainless steel beaded chain 
operation.

Inside mounted sheer roller shade.
Pattern: SW4500, Granite

Window & Frame, by others

July 15, 2024
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